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CDF 500 Pumpable — Controlled Density Fill
This packet covers CDF 500 Pumpable, a controlled density fill (flowable fill / CLSM) designed for 500 psi compressive strength.
It is a non-structural, excavatable material for pipe abandonment, trench backfill, void fill, and any application where the material
may need to be dug back out. Delivered by barrel truck and 

STRENGTH SLUMP W/C AIR UNIT WT

500 psi 8 ± 2" 1.06 None 142 pcf

No air entrainment. Naturally occurring air is typically less than 1.5%. Cement content is 350 lb/cy Type IL from Ash Grove
Durkee, Oregon. 

Attached: CDF 500 Pumpable mix design · Ash Grove Durkee Type IL mill certificate
If this material is tested, send results to billing@volumeconcrete.com.

placed by line pump.

Water-cement ratio is 1.06. CWT is 3.5.
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MIX DESIGN: CDF 500 Pumpable
CDF 500 PUMPABLE — CONTROLLED DENSITY FILL (NO AIR)
Flowable fill / CLSM · Estacada Plant · 

STRENGTH SLUMP W/C UNIT WT CWT

500 psi 8 ± 2" 1.06 142 pcf 3.5

MATERIALS · per cubic yard
Material Source SG lbs/yd³ % of Mix

Type IL Cement Ash Grove · Durkee, Oregon 3.12 350 9.1%

Water Municipal / ASTM C1602 1.00 370 9.7%

3/8" Aggregate Estacada Pit 2.65 934 24.4%

Fine Aggregate Estacada Pit (ASTM C33) 2.52 2,180 56.9%

NOTES
No air entrainment. No water reducer. No accelerator. Total batch weight 3,834 lb/cy.  (SSD, no air). W/C =
370 / 350 = 1.06. CWT = 3.5.

Non-structural flowable fill. Pipe abandonment and decommissioning, trench backfill, void fill, and any application where the
material may need to be excavated later. Designed for 500 psi compressive strength.

DISCLAIMER: This mix is designed to meet the specified compressive strength. Volume Concrete LLC warrants that this material, as batched
and delivered, meets the specified design strength when properly placed. Volume Concrete does not warrant in-place strength or long-term
performance, as these are dependent on factors outside our control, including placement, weather conditions, and any addition of water or other
materials after batching. Delivery beyond the curb line requires a signed waiver. Fresh cementitious material may cause severe skin burns and
eye damage. Use PPE. Refer to SDS.

Line pump

Unit weight 142 pcf
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