
Jurisdiction: 

Prism Strength Requirement: 

REPORT OF 

Carlson Testing, Inc.

Date Molded: 
Permit #: 
Client: 
Project: 
Address: 
Contractor: 
Subcontractor: 
Grout Supplier: 
Cast By: 
Weather: 

Location of Placement:

Grout Strength Requirement: 
Grout Mix ID: 
Register Number:
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Compressive Strength of Masonry: f'm psi

Please see reverse side for additional information.

Job Number: 

Truck #: Ticket #: 
Cu Yds: Load #: 

High: Low: 

Test Time: Grout Temp: 
Slump: 

Type of Mortar: Masonry Unit Type: 

03/04/2019 T1905985.   
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NOYES DEVELOPMENT CO - CLARK VORM                                                 

HIGHLANDS AT NORTH BETHANY - PHASE III                      
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NOYES DEVELOPMENT CO - CLARK VORM                         
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GROUTED BRICK PRISM                

Test Method: ASTM C1314/C1552

TEST SPECIMENS
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Lab Location: 

WASHINGTON COUNTY   

TIGARD              
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Distribute attachments. 

Bend Office                 
Geotechnical Office    
Eugene Office              
Salem Office                
Tigard Office                

(541) 330-9155
(503) 601-8250
(541) 345-0289
(503) 589-1252
(503) 684-3460

Ambient Temperature at Casting:  38 Initial Cure Temp:
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